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SUPPLY REQUIREMENT FOR HANDLING 

CAGE 80132
ROPAK BULK COLLAPSIBLE - LARGE (RBC-L) CONTAINER

 FOR CONREP AND VERTREP
NSN 3990-01-477-1832

DESCRIPTION

This container is a weather resistant, Large Ropak Bulk Collapsible (RBC-L) used for packing of non-ordnance Naval
supplies of all types. The high-density polyethylene plastic container is equipped with a four-way pallet that provides
four-way entry for forklift and pallet trucks. The pallet has wings (overhang) at each end that provide quick-sling installa-
tion to enhance container handling. The container’s removable cover and fold down access doors, which can be opened
without removing the cover, provide an easy means for loading and unloading.  The collapsible sidewalls allow the con-
tainer to utilize minimum space when stored empty. The pallet and cover have interlocking features to allow for container
stacking. The Mk 87 Mod 0 Pallet Sling is the authorized handling equipment for Connected Replenishment (CONREP)
and Vertical Replenishment (VERTREP). A cargo net, of sufficient capacity, is the only other authorized means of con-
tainer transfer, when rigging equipment, detailed in this instruction, is not available.

CHARACTERISTICS/REPORTS:

Safe Working Load (SWL). . . . . . . . . . 2000 lb

Length:  . . . . . . . . . . . . . . . . . . . . . . . . 48.50 inches

Width:  . . . . . . . . . . . . . . . . . . . . . . . . . 40.12 inches

Height: . . . . . . . . . . . . . . . . . . . . . . . . . 41.00 inches (loaded)

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15.50 inches (collapsed)

Weight:  . . . . . . . . . . . . . . . . . . . . . . . . 187.00 lb (empty with lid)

Test report:  . . . . . . . . . . . . . . . . . . . . . TR 04090 (Qualification testing

 of ROPAK collapsible container)
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1. CONNECTED REPLENISHMENT (CONREP) RIGGING PROCEDURES:

CAUTION

IF INSPECTION UNCOVERS ANY SIGNS OF CONTAINER DAMAGE, REMOVE 
CONTAINER FROM SERVICE UNTIL REPAIRS ARE COMPLETED.

1-1. INSPECT CONTAINER TO ENSURE THAT THE SLING INTERFACE NOTCHES AND HANDLING BASE ARE FULLY 
INTACT AND DO NOT SHOW SIGNS OF CRACKS, DISTORTION, OR OTHER DAMAGE THAT WOULD 
ADVERSELY AFFECT THE HANDLING OR TRANSPORTATION SAFETY.

WARNING

HEAVY LEATHER GLOVES SHALL BE WORN FOR PROTECTION 
WHEN HANDLING WIRE ROPE.

1-2. SLING ATTACHMENT TO CONTAINER:

a. Obtain Mk 87 Mod 0 Pallet Sling (part number 2614971, NSN 1H 1450-00-169-6928) from stowage area.

WARNING

ANY SLING WITH EXPIRED WEIGHT TEST DATE SHALL NOT BE 
USED. SLING MUST BE TESTED IN ACCORDANCE WITH NAVSEA 
SG420-AP-MMA-010 INSTRUCTIONS PRIOR TO USE.

b. Inspect Mk 87 Mod 0 Pallet Sling in accordance with Maintenance Index Page (MIP) 7721/R53, for defects that 
would render it unserviceable. Ensure test date is current.

c. Move pallet sling to designated transfer area.

d. Disengage Mk 87 Mod 0 Pallet Sling legs from tensioning latches.

e. Pass Mk 87 Mod 0 Pallet Sling legs around container so that protective tubes are positioned in container 
sling interface notches (quick-sling configuration is authorized).

NOTE

ENSURE BOTH TENSIONING LATCHES ARE PLACED ON THE SAME SWAGE.

f. Pass sling legs up the side of the container and connect them to tensioning latches positioning them on the 7th 
swage from the end of the wire rope sling.

NOTE

ATTACHING THE CONTAINER SLING TO THE OVERHEAD LIFTING EQUIP-
MENT CAN BE ACCOMPLISHED WITH ONE OF THE TWO METHODS
DETAILED IN PARAGRAPH 1-3 OR ALTERNATIVE METHOD PARAGRAPH 1-4.
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1-3. SLING INTERFACE ATTACHMENT TO OVERHEAD LIFTING EQUIP-
MENT: 

FIGURE 1
a. Obtain Mk 18 Mod 1 Handling Beam (part number 2643881, NSN 

9N 1420-00-557-9565) from stowage area.

WARNING

BEAM WITH EXPIRED WEIGHT TEST DATE SHALL NOT BE 
USED. BEAM MUST BE TESTED IN ACCORDANCE WITH 
NAVSEA SG420-AP-MMA-010 INSTRUCTIONS PRIOR TO 
USE.

b. Inspect Mk 18 Mod 1 Handling Beam in accordance with Mainte-
nance Index Page (MIP) 7721/R11. Ensure test date is current.

c. Attach Mk 18 Mod 1 Handling Beam safety hooks to Mk 87 Mod 0 
Pallet Sling eyes. Ensure safety hook tips face outward from the 
load, refer to figure 1.

1-4. ALTERNATE METHOD OF INTERFACING WITH OVERHEAD LIFTING 
EQUIPMENT: Figure 1. CONREP Configuration using

 Mk 87 Mod 0 and Mk 18 Mod 1.

WARNING

HEAVY LEATHER GLOVES SHALL BE WORN FOR PROTECTION 
WHEN HANDLING SLINGS.

a. Obtain two Mk 158 Mod 0 Slings (part number 5167757, NSN 1H 4010-01-324-5372) from stowage area.

WARNING

ANY SLING WITH EXPIRED WEIGHT TEST DATE SHALL NOT BE 
USED. SLING MUST BE TESTED IN ACCORDANCE WITH NAVSEA 
SG420-AP-MMA-010 INSTRUCTIONS PRIOR TO USE.

b. Inspect Mk 158 Mod 0 Slings in accordance with Maintenance Index Page (MIP) 7721/R87. Ensure test date is cur-
rent.

c. Attach Mk 158 Mod 0 Sling safety hooks to Mk 87 Mod 0 Pallet Sling eyes. Verify safety hook tips face outward from 
the load, refer to figure 2.

NOTE

A CARGO NET, OF SUFFICIENT CAPACITY, IS THE ONLY 
OTHER AUTHORIZED MEANS OF CONTAINER TRANSFER, 
WHEN RIGGING EQUIPMENT, DETAILED IN THIS INSTRUC-
TION, IS NOT AVAILABLE.

1-5. TRANSPORT PROCEDURES:

a. Lower overhead hoist equipment and attach Mk 18 Mod 1 Handling Beam or Mk 158 Mod 0 Sling safety hooks to 
overhead hoist equipment hooks.
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NOTE

THE MK 1 MOD 1 STRONGBACK (DL 6212544, NSN 7H 4921-01-287-9395) OR THE 
MK 5 MOD 1 CARGO STREAM HEAVY LIFT GULLWING (DL 5177023, NSN 7H 
1450-01-352-7030) CAN BE USED TO TRANSFER TWO CONTAINERS.  EACH 
CONTAINER MUST BE PLACED ON ITS OWN, SEPARATE CARGO HOOK. 

NOTE

PRIOR TO USE, INSPECT MK 1 MOD 1 STRONGBACK IN ACCORDANCE WITH 
MIP 7221/R95 OR MK 5 MOD 1 CARGO STREAM HEAVY LIFT GULLWING IN 
ACCORDANCE WITH MRC C5 6PGK N.

b. Slowly raise hoisting equipment and transfer container. FIGURE 2

c. Lower hoisting equipment to eliminate lifting tension.

d. Do not disengage tensioning latches and remove Mk 87 Mod 0 Pal-
let Sling from container sling interface notches.

e. Leave Mk 87 Mod 0 Pallet Sling attached to overhead hoisting 
equipment, if additional containers are to be transferred.

f. When all transfers are complete, remove all equipment from over-
head hook and return beam and/or slings to stowage area.

2. VERTICAL REPLENISHMENT (VERTREP) RIGGING 
PROCEDURES:

WARNING

IF CONTAINER WEIGHS LESS THAN 750 POUNDS WHEN 
LOADED, IT IS NOT CERTIFIED TO BE VERTREP FLOWN WITH 
SLINGS; THEN A CARGO  NET, OF SUFFICIENT CAPACITY, MUST 
BE USED.

CAUTION

IF INSPECTION UNCOVERS ANY SIGNS OF DAMAGE, REMOVE 
CONTAINER FROM SERVICE UNTIL REPAIRS ARE COMPLETED Figure 2. CONREP Configuration using two 

Mk 158 Mod 0 Slings 

2-1. INSPECT CONTAINER TO ENSURE THAT THE SLING INTERFACE NOTCHES AND HANDLING BASE ARE FULLY 
INTACT AND DO NOT SHOW SIGNS OF CRACKS, DISTORTION, OR OTHER DAMAGE THAT WOULD 
ADVERSELY AFFECT THE HANDLING OR TRANSPORTATION SAFETY.

2-2. SLING ATTACHMENT TO CONTAINER:

WARNING

HEAVY LEATHER GLOVES SHALL BE WORN FOR PROTECTION WHEN 
HANDLING WIRE ROPE.
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a. Obtain Mk 87 Mod 0 Pallet Sling (part number 2614971, NSN 1H 1450-00-169-6928) and Mk 105 Mod 0 Hoisting 
Sling (part number 2643482 NSN 1H 1450-00-414-7172) from stowage area.  Obtain and attach two orange legs 
[leg part number 2643485, NSN 9C 1450-01-219-1494] for transporting one container, four orange legs for trans-
porting two containers simultaneously or six green legs for transporting three containers.

WARNING

ANY SLING WITH EXPIRED WEIGHT TEST DATE SHALL NOT BE 
USED. SLING MUST BE TESTED IN ACCORDANCE WITH NAVSEA 
SG420-AP-MMA-010 INSTRUCTIONS.

b. Inspect Mk 105 Mod 0 Hoisting Sling in accordance with Maintenance Index Page  
(MIP) 7721/R38. Ensure test date is current.

FIGURE 3
c. Inspect Mk 87 Mod 0 Pallet Sling, in accordance with Maintenance Index Page (MIP) 

7721/R53, for defects that would render it unserviceable. Ensure test date is current.

d. Move slings to designated transfer area. 

e. Disengage Mk 87 Mod 0 Pallet Sling legs from tensioning latches.

f. Refer to figure 3 and pass sling legs around the container so that the protective tubes 
are positioned in the sling interface notches of the container (Quick-sling configuration 
is authorized).

g. Attach each leg assembly to a Mk 87 Mod 0 Pallet Sling eye that has been pre-posi-
tioned on the container ready to be transferred.  Ensure safety hook tips face outward 
from the load. 

2-3. TRANSPORT PROCEDURES:

a. Lay pendant assembly across container and, using a forklift/pallet truck, move con-
tainer to helicopter transfer point.

b. Raise pendant assembly and attach pendant eye to helicopter cargo hook.

c. Transfer container.

d. Disconnect pendant assembly from helicopter cargo hook.

e. Disengage hoist legs from eyes of pallet slings.

f. Return slings to stowage area. Figure 3.  VERTREP
configuration
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